REEL

Self Retracting Hydraulic Hose Reels

TECREEL for Crane Applications - Lorry Mounted Crane Applications - Forklift Truck Applications - Offshore Applications - Container Crane Applications.

4 PORT 2
m Maximum operating pressure 210 Bar (3000 Ibf/in"). Tecreel - eliminates
® Accommodates four separate hydraulic circuits in one reel. slack or trailing

hydraulic hoses
where continuous
variation of hose
length required.

m Fitted with two Siamese high pressure thermoplastic

hoses, staggered at the reel end to accept 1/4 BSP port fixings.
m Central dividing plate prevents cross winding.
® Only 210mm wide and available with optional rectangular

mounting bracket. Tecreel - transfers
hydraulic oil to
MUI“FUHCT“’" 35 mvoving. rotating
m Maximum operating pressure 300 Bar (4350 Ibf/in‘). and swivelling
m Maximum voltage 80v maximum current 4.5A (6 wires). parts.
= Purpose designed for use with multifunction hydraulic
attachments.

m Transmits hydraulic power and electrical signals through a
central cable conduit bonded between two high pressure
thermoplastic hoses.

m Space saving design allows easy installation and maintenance.

TECREEL hydraulie systems - high pressure flexible hoses.



Flow Rate

Per Minute

TECREEL 4 PORT Performance Data

PRESSURE DROP

With twin 5m (16ft) hoses 3/Bin hore

‘ 2.7 litres ( 5 Gall )

H 11 Bar (159 Ibtin')

‘ 45.5 Litres 10 Gall )

H 25 Bar ( 362 Ibifn')

The above figures are hased on SHELL Tellus 37; viscosity 55/63 c§t

[

TECREEL 4 PORT Hose Assembly

End fitting B
see table

(@
‘@ﬂlh E BT

End fitting A - 1/4in BSP 135° Elbow

TECREEL 4 PORT Seal Kit

Optional Extras The following tapered shaft inlet adaptors are available

4 Port Tecreel Replacement Seal Kit Part no. Threads
G04R04 1/4in BSPT. X 1/4in BSP
GOBRO4 1/4in BSPT. X 3/8in BSP
Shaft-end Detail (both ends)
4 Port Tecreel shaft-end detail Flange Dia*| A B C The illustration shows a right hand
(both ends) X=38(1.5) 318(12.5) | 81(3.2) |905 (36)[385 (15)]  mounting. Left hand mount is simply
Y=38 (1.5) 380(15.0) | 76 (3.0) [100(3.9) | 34(1.3) the reverse of this.
R 224 (8.82) 457 (18.0) | 76 (3.0) [100(3.9) | 34 (1.3) Each shaft end m/cd to accept
210 (8.27 1/4in BSP Tapered Adaptor in
87 (8.27) 78mm Optional Bracket 2 positions at 180° to each other.
5 (2) _.l L_ 2 H6|ES M8 x 1.25 (3.42) q_L.;_Jlr;l (3.07) (each end] Total of 4 Inlet Ports.
12 (.47) deep iy

D=37.5 (1.48) dia

OPTIONAL BRACKET DETAIL
12.7 100 (3.94) [

il —

50.8 '
(2) ’f}*’ﬂi"{)ﬁ‘ 3
| (1.69) !

2 Holes

115 (.45) dia.

68 (2.68)

SEE TABLE*

Nate: Dimensians are in Millimetres with
Inch equivalents in brackets.

TECREEL 4 PORT Part Numbers

SL =Left haml mounting
SR =Right Hand mounting

*Pull off length with 1.5 pretension spring turns.

Tecreel Part no Replacement hose part no Hose length Pull off length Hose hore End fitting B
SL/SR31800 *Flange Dia. is 318mm (12.5in)

SL/SR31800-402 PNS5889-4420 4420mm 3800mm 1/4in 1/4in BSP
SL/SR31800-403 PNS40167-4420 4420mm 3800mm 1/4in M16 x 1.5
SL/SR31800-508 PNS40110-3810 3810mm 3200mm 5/16in 3/8in BSP
SL/SR31800-503 PNS5994-3810 3810mm 3200mm 5/16in 9/16in-JIC
SL/SR31800-505 PNS40168-3810 3810mm 3200mm 5/16in M16 x 1.5
SL/SR31800-603 PNS$5995-3050 3050mm 2400mm 38in 3/8in BSP
SL/SR38000 *Flange Dia. is 380mm (15in)

SL/SR38000-401 PNS5889-6710 6710mm 6100mm 1/4in 1/4in BSP
SL/SR38000-404 PNS40167-6710 6710mm 6100mm 1/4in M16 x 1.5
SL/SR38000-502 PNS5994-5940 5940mm 5300mm 5/16in 9/16in-JIC
SL/SR38000-602 PNS5995-5180 5180mm 4600mm 3/8in 3/8in BSP
SL/SR38000-607 PNS40169-5180 5180mm 4600mm 3/8in M16 x 1.5
SL/SR38000-604 PNS40111-5180 5180mm 4600mm 3/8in 9/16-JIC
SL/SR45700 *Flange Dia. is 457mm (18in)

SL/SR45700-301 PNS40094 10520mm 8100mm 1/4in 1/4in BSP
SL/SR45700-504 PNS40110-9450 9450mm 7900mm 5/16in 3/8in BSP
SL/SR45700-501 PNS5994-9450 9450mm 7900mm 5/16in 9/16in-JIC
SL/SR45700-507 PNS40168-9450 9450mm 7900mm 5/16in M16 x 1.5
SL/SR45700-601 PNS5995-7620 7620mm 7000mm 3/8in 3/8in BSP
SL/SR45700-608 PNS40169-7620 7620mm 7000mm 3/8in M6 x 1.5




TECREEL MULTIFUNCTION Performance Data
PRESSURE DROP

Flow Rate Withtwin 45m (156 hose || With twin 5m (166) hoses

Per Minute 516 in bore Y8in bore
‘ZZ.TLilrestﬁﬁall} H 17 Bar { 246 Ibffin') H 8 Bar (116 Ihfin') \
| wstives(i0gal) || sovar(smmn) | 1obar(zmgr) |

The ahove figures are based on SHELL Tellus 37; viscosity 55/63 ¢5t

TECREEL MULTIFUNCTION Hose Assembly

""-I.._ l

450 (17.72)
End fitting A - 3/8in BSP 90° Elbow End fitting B see table

MULTIFUNCTION

Optional Extras The following tapered shaft inlet adaptors are available

Part no. Threads

GO4RO0B 3/8in BSPT. X 1/4in BSP

GOsROB 3/8in BSPT. X 38in BSP TECREEL MULTIFUNCTION Seal Kit

34873-609 3/8in BSPT. X M16x1.5

ST 3/%in BSET. . S/1Bn I MULTIFUNCTION Replacement Seal Kit

Mounting bracket Detail
96 (3.78)
-——I I-— 52 (2.05)
2 Fixing Holes J L _
11.5(.45) 12 -—
68 (2.68) a1 B
I -
T 4 ;
_7 | a
75 50 g @
(2.95) (1.97) / =
- [T}
B (. )
2 Fixing Slots Zlnlet Ports | I
10.6 (.42) wide at120° to
each other, LA
100 (3.94) to accepta o 17
- , ) 3/8in BSP 67)
The illustration shows a right hand mounting Tapered 190 (7 48 Note: Dimensions are in Millimetres with
Left hand mount is simply the reverse of this Adaptor (7.48) Inch equivalents in brackets

EL=Left Haml mounting
TECREEL MULTIFUNCTION Part Numbers ER =Right hand mounting  *Pull off length with 1.5 pretension spring turns.

Tecreel partno  Replacement Hose part no  Hose length Pull off length  Cable electrical length Hydraulic hose hore  End fitting B
ER/EL31800 *Flange Dia. is 318mm (12.5in)

ER/EL31800-501 PNS40278-3500 3.5m 3.4m 41m 5/16in 3/8in BSP
ER/EL31800-502 PNS40279-3500 3.5m 3.4m 41m 5/16in 9/16in JIC
ER/EL31800-508 PNS40280-3500 3.5m 3.4m 41m 5/16in M16 x 15
ER/EL31800-601 PNS40281-2700 2.Im 2.6m 3.3m 3/8in 3/8in BSP
ER/EL38000 *Flange Dia. is 380mm (15in)

ER/EL38000-504 PNS40278-5600 5.6m 5.5m 6.2m 5/16in 3/8in BSP
ER/EL38000-506 PNS40279-5600 5.6m 5.5m 6.2m 5/16in 9/16in-JIC
ER/EL38000-509 PNS40280-5600 5.6m 5.5m 6.2m 5/16in M16 x 1.5
ER/EL38000-603 PNS40281-4900 4.9m 4.8m 5.5m 3/8in 3/8in BSP
ER/EL38000-607 PNS40282-4900 4.9m 4.8m 5.5m 3/8in M16 x 1.5
ER/EL45700 *Flange Dia. is 457mm (18in)

ER/EL45700-507 PNS40279-9300 9.3m 8.3m 9.9m 5/16in 9/16in-JIC
ER/EL45700-510 PNS40280-9300 9.3m 8.3m 9.9m 5/16in M16 x 1.5
ER/EL45700-604 PNS40281-7300 1.3m 1.2m 7.9m 3/8in 3/8in BSP
ER/EL45700-608 PNS40282-7300 7.3m 1.2m 7.9m 3/8in M16 x 1.5

Also available on request 4" bore hose fitted with 4 wires



TECREEL

4 PORT SWIVEL

Maximum operating pressure 210 Bar (3000 Ibf/in’).

Suitable for use with 4 Port Tecreels.

Provides 4-in-line connection with hose outlets at 180° to
each other. Gives full 180° free hose movement.

Valves not incorporated.

TECREEL 42 PORT Swivel Performance Data

PRESSURE DROP

22.7 Litres (5 Gall) per minute || 45.5 Litres (10 Gall) per minute

TVDB flow rate. flow rate.
Sl SO6L |y gasani) || 5w (138000

The ahove figures are based an SHELL Tellus 37; viscasity 55/63 ¢St

4 PORT Swivel Seal Kit

51893 4 Port Swivel Replacement Seal Kit
56 . 200 (7.87)
(2.2) } 151.3 (5.96) |
Al B B B B A
— i i
g - S—— b
o
; g Y
/ | / :
2 Fixing Slnts%’/ ‘J| A
10.3x 26 92 (3.62) CRS
(41x%1.02)
Inlet and Outlet Adaptors not fitted to standard Swivels A = Outlet Port
Note: Dimensions are in Millimetres with Inch equivalents in brackets B = Inlet Port
TECREEL Swivel Adaptors
Part number Thread
34865-223 1/4in BSP
34866-625 3/8in BSP
34811627 9/16in JIC
34832-206 34in JIC
34857-205 M16x 1.5 {24° seat)
34857-203 Mi16x 1.5 (60°seat)
34857-206 M18 x 1.5 (24° seat)
34857-204 M18 x 1.5 (60° seat)
25145-107 ‘0’ Ring

Standard 2 port and 4 port swivels are supplied without inlet and outlet adaptors, which
should be ordered separately from this table.
Nate: the maximum tightening torque to effect selling of swivel adaptors is 15 Ib/ft.

TECREEL

2 PORT SWIVEL

Maximum operating pressure 300 Bar (4350 Ibf/in’).

Suitable for use with Type 4, 375 and Multifunction Tecreels.
Gives full 180° free hose movement.

Available with or without check valves.

TECREEL 2 PORT Swivel Performance Data

PRESSURE DROP

Type 227 Litres (5 Gall) per minute || 45.5 Litres (10 Gall) per minute
| Sl AED100 | ook (o) || ssar(smiie) |
| S0 || b 2a i) | ot (o) |

The above figures are based on SHELL Tellus 37; viscasity 55/83 St

2 PORT Swivel Seal Kit

2 Port Swivel Replacement Seal Kit

96.5 (3.8)

| Inlet
A Adaptor

B B /
Outlet
Adaptor
::

60.3
(2.38)

Fixing Slot
10.3 x 26
r

Inlet and Outlet Adaptors not fitted to standard Swivels A = Outlet Port
lote: Dimensions are in Millimetres with Inch equivalents in brackets B = Inlet Port

REEL

Self Retracting Hydraulic Hose Reels
Manufactured by Inferube Systems [t



REEL

Self Retracting Hydraulic Hose Reels

TECREEL for Crane Applications - Lory Mounted Crane Applications - Forklift Truck Applications - Offshore Applications - Container Crane Applications.

TYPE375
m Maximum operating pressure 300 Bar (4350 Ibffin’).

m Large ports provide efficient flow characteristics.

m Siamese 1/4in, 5/16in, 3/8in or 1/2in bore
thermoplastic hoses.

m Cassette loaded coil spring for safety and easy
removal.

m Left or right hand mounted, easily changeable on site.

TYPE 4
m Maximum pressure 170 Bar (2500 Ibf/in’).

m Improved fluid flow.

m Siamese 1/4in or 5/16in bore thermoplastic hoses.
m Easy maintenance.

m A low cost competitively priced reel.

Tecreel -
eliminates slack or
trailing hydraulic
hoses where
continuous
variation of hose
length required.

Tecreel - transfers
hydraulic oil to

moving, rotating
and swivelling
parts.



TECREEL TYPE 375 Performance Data
PRESSURE DROP

Flow Rate With i 45 (151 Wih Twin Hoses 5m (154)
Per Minute hases 5/16in hore hoses 3/8in bore

‘ 227 Litres (5 Gall ) H 17 Bar (206 Ihfin’) H 8 bar (116 Ihfin’) ‘
‘ 45.5 Litres ( 10 Gall) H 36 Bar (522 Ihfin’) H 19 Bar (275 1hfin’) ‘

The above figures are based on SHELL Tellus 37; viscosity 55/63 ¢St

TECREEL TYPE 375 Hose Assembly

TYPE 375

[ ' L) £nd fitting B
' T see table
Optional Extras The following tapered shaft inlet adaptors are available
End fitting A - 3/8in BSP 90° Elbow Parino: Threads
GO4R06 3/8in BSPT. X 1/4in BSP
TECREEL TYPE 375 Seal Kit GOBROG 3/8in BSPT. X 3/8in BSP
, 34873-609 3/8in BSPT. x M16x 15
51892 375 Tecreel Replacement Seal Kit Trev T . T
Mounting bracket Detail
96 (3.78)

-——l 38(1.5
2 Fixing Holes |;_ 9

o
NS oo a68) .
(.47) min
¥ 4 by
75 50 = | @
(2.95) (1.97) ]] = [ =
jﬁ_ﬁ ML
w
2 Fixing Slots 2Inlet Ports —
10.6 (.42) wide at 180° to
each other, L
100(3.99) to accept a 17
3/8in BSP (.67)
The illustration shows a right hand mounting Tapered Note: Dimensions are in Millimetres with
Left hand mount is simply the reverse of this Adaptor 167 (6.57) Inch equivalents in brackets
TL = left Haml Mounting
TECREEL TYPE 375 Part Numbers TR = Right Hand mounting *Pull off length with 1.5 pretension spring turns.
Tecreel Part no Replacement hose part no Hose length Pull off length Hose hore End fitting B
TL/TR31800 * Flange Dia. is 318mm (12.5in}
TL/TR31800-401 04104206-4100 4100mm 4000mm 1/4in 1/4 BSP
TL/TR31800-501 V05106206-3500 3500mm 3400mm 5/16in 3/8in BSP
TL/TR31800-502 V05206509-3500 3500mm 3400mm 5/16in 9/16in-JIC
TL/TR31800-508 V05206414-3500 3500mm 3400mm 5/16in M16 x 1.5
TL/TR31800-601 V06106206-2700 2700mm 2600mm ¥8in 3/8in BSP
TL/TR31800-606 V06206414-2700 2700mm 2600mm ¥8in M16 x 1.5
TL/TR38000 * Flange Dia. is 380mm (15in)
TL/TR38000-404 V04104206-6500 §500mm 6400mm 1/4in 1/4in BSP
TL/TR38000-408 04206414-6500 6500mm 6400mm 1/4in M16 x 1.5
TL/TR38000-504 V05106206-5600 5600mm 5500mm 5/16in 3/8in BSP
TL/TR38000-506 V05206509-5600 5600mm 5500mm 5/16in 9/16in-JIC
TL/TR38000-509 W05206414-5600 5600mm 5500mm 5/16in M16 x 1.5
TL/TR38000-603 06 106206-4900 4900mm 4800mm 3/8in 3/8in BSP
TL/TR38000-607 V06206414-4900 4900mm 4800mm ¥8in M16 x 1.5
TL/TR 45700 * Flange Dia. is 457mm (18in)
TL/TR45700-308 PNS40099 11m 8500mm 1/4in 1/4 in BSP
TL/TR45700-311 PNS40098 11m 8500mm 1/4in M16 x 1.5
TL/TR45700-511 V05106206-9300 9300mm 8300mm 5/16in 3/8in BSP
TL/TR45700-507 V/05206509-9300 9300mm 8300mm 5/16in 9/16in-JIC
TL/TR45700-510 V05206414-3300 9300mm 8300mm 5/16in M16 x 1.5
TL/TR45700-604 06106206-7300 7300mm 7200mm 3/8in 3/8in BSP
TL/TR45700-608 V06206414-7300 7300mm 7200mm ¥8in M16 x 1.5
TL/TR38004 * Flange Dia. is 380mm (15in)
TL/TR38004-312 V08106206-3900 3900mm 3700mm 1/2in 3/8in BSP
TL/TR38004-306 08108206-3900 3900mm 3700mm 1/2in 1/2in BSP
TL/TR45704 * Flange Dia. is 457mm (18in)
TL/TR45704-313 V08106206-6200 §200mm 6000mm 1/2in 3/8in BSP
TYPE 375 TL/TR45704-307 08108206-6200 6200mm 6000mm 1/2in 1/2in BSP

Also available with low torque longer life spring cassette variation 22 (eg TR38022) Larger dia. Tecreels are available for longer hose pull-offs.



TECREEL TYPE 4 Performance Data

PRESSURE DROP

Flow Rate Withtuin 5.6m (180 hases, 516inBore

Per Minute
| o0ties (5%a) || 2858 30i) |
| 455 tives (106a1) | 62Bar (899 i) |

The above figures are based on SHELL Tellus 37; viscosity 55/63 St

TECREEL TYPE 4 Hose Assembly

b4 End fitting B
1 (] see table
End fitting A - 3/8in Swan Neck Elbow Optional Extras The following shaft inlet adaptors are available
Part no. Threads
G04604 1/4in BSP X 1/4in BSP
106819 1/4in BSP x 9/16in BSP
TECREEL TYPE 4 Seal Kit 34865-225 1/4in BSP x M16 x 1.5
52117 Type 4 Replacement Seal Kit
Mounting bracket Detail
76 (.3)
._.1 ’-— 38 (1.5)
7 —_—
23 (.9) — ISk
|4 : = .
. CLof __|. 1 4
= [+2]
_T Real 70 o @ z—;’ E @ (-
w
(2.76) e
| o), = ()
| 30
| o ° ar |
I I 1
76 (3) 65 96
(2.56) (3.78)
-$ Twa Inlet Ports
50.8(2) tapped 1/4in BSP 177(6.97)
CRS to be sealed with
_q} Dowty washer
2 Holes n i
13.5 (53) dia The illustration shows a right hand mounting Note: Dimensions are in Millimetres with
Left hand mount is simply the reverse of this Inch equivalents in brackets
4L = left Hand Mounting
TECREEL TYPE 4 Part Numbers 4R = Right Hamd mounting *Pull off length with 1.5 pretension spring tums.
Tecreel part no Replacement hose part no Hose Length Pull off length Hose Bore End fitting B
4L/4R31800 * Flange Dia. is 318mm (12.5)
4L/4R31800-401 V104706-4100 4100mm 4000mm 1/4in 1/4in BSP
4L/4R31800-501 V055106706-3500 3500mm 3400mm 5/16in 3/8 BSP
4L/4R31800-502 V05509706-3500 3500mm 3400mm 5/16in 9/16in-JIC
4L/4R31800-503 V05414706-3500 3500mm 3400mm 5/16in M16 x 105
4L/4R38000 * Flange Dia. is 380mm (15in}
4L/4R3B000-404 \V04104706-6000 6000mm 5900mm 1/4in 1/4in BSP
4L/4R3IB000-504 V05106706-5600 5600mm 5500mm 5/16in 3/8in BSP

4L/4R38000-505 V05509706-5600 5600mm 5500mm 5/16in 9/16in-JIC




TECREEL

2 PORT SWIVEL

Maximum operating pressure 300 Bar (4350 Ibf/in’).
Suitable for use with Type 4, 375 and Multifunction Tecreels.
Gives full 180° free hose movement.

Available with or without check valves.

TECREEL 2 PORT Swivel Performance Data

PRESSURE DROP

Type 227 Litres (5 ball) perminute || 45.5 Litres (10 Gall) per minute

Swivel 0A50193

wih eheck valve H 2.8 Bar (40 Ibffin’) H 8.5Bar (123 1bf fin’)

Swivel DA50194 )
wihout chack vahve H 2 Bar (29 Ibffin’)

H 6.8 Bar { 38 Ibifin’)

The above figures are based on SHELL Tellus 37; viscosity 55/63 ¢St

2 PORT Swivel Seal Kit

2 Port Swivel Replacement Seal Kit

96.5 (3.8)
| Inlet
B B f A Adaptor
Outlet
Adaptor
H
60.3
(2.38) /kj
Fixing Slot
10.3 x 26
(.4] X 1.02] ! 124 (4.9)

A = Outlet Port

Inlet and Outlet Adaptors not fitted
B = Inlet Port

to standard Swivels
lote: Dimensions are in Millimetres with Inch equivalents in brackets

TECREEL Swivel Adaptors

Part number Thread
34865-223 1/4in BSP
34866625 3/8in BSP
34811627 9/16in JIC
34832-206 3/4in JIC
34857-205 M16x 1.5 [24° seat)
34857-203 M16x 1.5 (60° seat)
34857-206 M18 x 1.5 (24° seat)
34857-204 M18 x 1.5 (60° seat)
25145107 ‘0’ Ring

Standard 2 port swivels are supplied without inlet and outlet adaptors, which should be
ordered separately from this table.
Note: the maximum tightening torgue to effect ceiling of swivel adaptors is 15 Ib/ft.

REEL

Sell Retracting Hydiaulic Hose Reels
Wanufactured by Interlube Systems Lt



TECREEL

EURO
REEL

Die Euro Reel Schlauchtrommel ist eine Anpassung an die klassische Type
375' Trommel.

® \aximaler Betriebsdruck betragt 300bar

@ Spezialdichtungen mit extrem langer Lebensdauer

X . . @ mit gleichen Daten fiir Betrieb und Leistung
® Drehrichtung der Trommel kann schnell und einfach geéndert werden

Der Vorteil der Euro Reel Schlauchtrommel gegentiber der 'Type 375'
Trommel besteht in ihrer Eigenschaft andere verfiighare Schlauchtrommeln
auf dem hydraulischen Markt ersetzen zu konnen. Dies wird durch
equivalente Aufhdngevorrichtungen an der Euro Reel Schlauchtrommel

® Akzeptiert gleichartige thermoplastische Schléuche der Grossen: 1/4,
5/16, 3/8 oder 1/2 Zoll

® /Zwillingsschlauch gewdhrleistet ein einwandfreies Aufrollen des

Schlauches, ohne Verdrehen oder Verhaspeln ermaglicht.
il
TECREEL 131 A
. INSTALLATIONS i i
TECREEL TYPE 375 Technische Daten SCHEMA 1 7 Stllen
3
Betriebsdruck-har
purchlaufmenge Doppelschlduche Doppelschlauche I | @
in bar/ Minute (RTINS 5 (161, 38 ol o [ = [ f) L
. . 1 ] E fﬁ
‘ 22.1 liter (5 Gall) H 17 Bar (246 Ibffin') H § bar (116 Ihfin’) ‘ i i
Lesster(ngal) || 3w (suuid) | 19kr(msi) | ph
n
Die obrige Tahelle basiert auf SHELLTELLUS 37, die Viscositat betragt 55/63 cSt. 60 & sieho Tabele

Anmerkung: MaRstab istin mm

Tecreel Artilel Nr. Ersatzschlauch Artikel Nr.
GR/GL31800

GR/GL31800-407

 Schlauchlange | abrolhare Schlauchlange | Schlauchinnendurchmesser

*Flanschdurchmesser betrégt 318 mm
4100 mm 4000 mm 6 mm

Endverschraubung B

Euro - Tecreel
Schlauchvariationen

V04206414-4100 M16X 1,5

GR/GL31800-420

V04206414-3300

3300 mm

3200 mm

6 mm

M16X 1,5

GL = Linkshandige M
GR = Rechtshandige M

GR/GL31800-508

V05206414-3500

3500 mm

3400 mm

8 mm

M16X 1,5

M16 x 1,5 ENDS TO DIN 3863

Weitere Endh

GR/GL31800-530

V05206414-2700

2700 mm

2600 mm

8 mm

M16X1,5

GR/GL31800-606

V06206414-2700

2700 mm

2600 mm

10 mm

M16X1,5

sind auf Anfrage erhltlich.

GR/GL38000

*Flanschd

urchmesser betrégt 380 mm

GR/GL38000-408

V04206414-6500

6500 mm

6400 mm

6 mm

M16X 1,5

GR/GL38000-421

V04206414-6000

6000 mm

5900 mm

6 mm

M16X 1,5

GR/GL38000-509

V/05206414-5600

5600 mm

5500 mm

8 mm

M16X 1,5

GR/GL38000-531

V05206414-5000

5000 mm

4900 mm

8 mm

M16X 1,5

GR/GL38000-607

V06206414-4900

4900 mm

4800 mm

10 mm

M16X1,5

GR/GL45700

*Flanschd

urchmesser betragt 457 mm

GR/GL45700-311

PNS40098

11000 mm

8500 mm

6 mm

M16X1,5

GR/GL45700-510

V05206414-9300

9300 mm

8300 mm

8 mm

M16X 1,5

GR/GL45700-532

V05206414-6000

6000 mm

5800 mm

8 mm

M16 X 1,5

GR/GL45700-533

V05206414-8500

8500 mm

7900 mm

8 mm

M16X 1,5

GR/GL45700-608

V06206414-7300

7300 mm

7100 mm

10 mm

M16X1,5

-

-

| A

n

TECREEL Anwendungen fiir Gabelstapler - Krédne - Lastkraftwagen mit Kranauthau - 0ff-shore.




